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Configuring TIPS Write for ISO 18000-7 RF Tags 
 
The new ISO 18000-7 RFID tags are making their way into the RFID logistics pipeline.  Since reusing RF tags is a major 
concern, this will help to configure the write stations to write data to the new tag. 
 
A USB Mini-B (5-pin) cable is used to connect to an ISO 18000-7 compliant tag, DoD Active RFID Transponder (Tag) 
and Virtual Serial (COM) Port Microsoft Windows USB drivers must be installed.  These drivers are bundled and 
delivered with TIPS-Write software. 
 

The Regional Training Team’s (RTT’s) Tips and Tricks  
 

Install the transponder USB Virtual COM Port Drivers.pdf found in the ―docs subdirectory of the TIPS-Write root 
directory for the step-by-step instructions.  Once the Com Port Drivers are installed you will need to look at the settings 
in your device manager to see which Com Port is being user for the Virtual Driver. 
 
Start TIPS-Write.  If you get the ―Device Not Found error message shown below when you start TIPS-Write, check 
the following things: 
 

• Make sure TIPS-Read or Savi services are not running. 
 

• Make sure the ISO 18000-7 compliant tag with good battery is properly inserted or attached to the device. 
 

• Check the connections and reload the device driver by selecting Setup Reload Device(s). 
 

• Close TIPS-Write. Make sure the device is configured correctly using TIPS Device Configuration Utility. 
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